

    
      
          
            
  
Documentation of the PowerSystemDataModel

Welcome to the documentation of the PowerSystemDataModel.
It provides an extensive data model capable of modelling energy systems with high granularity e.g. for bottom-up simulations.
Additionally, useful functions to process, augment and furnish model i/o information is provided.
Effective handling of geographic information related to power grids is also possible.
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Getting started

Welcome, dear fellow of bottom up power system modelling!
This section is meant to give you some help getting hands on our project.
If you feel, something is missing, please contact us!


Requirements

Java > v 1.8




Where to get

Checkout latest from GitHub [https://github.com/ie3-institute/PowerSystemDataModel] or use maven for dependency
management:


Stable releases

On Maven central [https://search.maven.org/artifact/com.github.ie3-institute/PowerSystemDataModel]:

<dependency>
  <groupId>com.github.ie3-institute</groupId>
  <artifactId>PowerSystemDataModel</artifactId>
  <version>1.1.0</version>
</dependency>








Snapshot releases

Available on OSS Sonatype [https://oss.sonatype.org/].
Add the correct repository:

<repositories>
  <repository>http://oss.sonatype.org/content/repositories/snapshots</repository>
</repositories>





and add the dependency:

<dependency>
  <groupId>com.github.ie3-institute</groupId>
  <artifactId>PowerSystemDataModel</artifactId>
  <version>2.0-SNAPSHOT</version>
</dependency>













          

      

      

    

  

    
      
          
            
  
Available models

This page gives an overview about all available models in PowerSystemDataModel.
They are basically grouped into three groups:



	Input models may be used to describe input data for a power system simulation


	Result models denote results of such a simulation


	Time Series may serve both as input or output







All those models are designed with some assumptions and goals in mind.
To assist you in applying them as intended, we will give you some general remarks:


	Uniqueness

	All models have a uuid field as universal unique identifier.
There shouldn’t be any two elements with the same uuid in your grid data set, better in your whole collection
of data sets.



	Immutability

	We designed the models in a way, that does not allow for adaptions of the represented data after instantiation of the
objects.
Thereby you can be sure, that your models are thread-safe and no unwanted or unobserved changes are made.



	Copyable

	With the general design principle of immutability, entity modifications (e.g. updates of field values) can become
hard and annoying. To avoid generating methods to update each field value, we provide an adapted version of the
builder pattern [https://en.wikipedia.org/wiki/Builder_pattern/] to make entity modifications as easy as possible.
Each entity holds it’s own copy builder class, which follows the same inheritance as the entity class itself. With a
call of .copy() on an entity instance a builder instance is returned, that allows for modification of fields and
can be terminated with .build() which will return an instance of the entity with modified field values as required.
For the moment, this pattern is only implemented for a small amount of AssetInput entities (all entities held by a
GridContainer except thermal units to be precise), but we plan to extend this capability to all input entities in the
future.



	Single Point of Truth

	Throughout all models you can be sure, that no information is given twice, reducing the possibility to have ambiguous
information in your simulation set up.
“Missing” information can be received through the grids relational information - e.g. if you intend to model a wind
energy converter in detail, you may find information of it’s geographical location in the model of it’s common
coupling point (node).



	Harmonized Units System

	As our models are representations of physical elements, we introduced a harmonized system of units.
The standard units, the models are served with, is given on each element’s page.
Thereby you can be sure, that all information are treated the same.
As most (database) sources do not support physical units, make sure, you have your input data transferred to correct
units before.
Same applies for interpreting the obtained results.
In all models physical values are transferred to standard units on instantiation.






Input

Model classes you can use to describe a data set as input to power system simulations.



	Operator






Grid Related Models



	Node

	Schematic Node Graphic

	Line

	Schematic Line Graphic

	Switch

	Two Winding Transformer

	Three Winding Transformer

	Measurement Unit

	Grid Container








Participant Related Models



	General Remarks on Participant Models

	Biomass plant

	Combined Heat and Power Plant

	Electric Vehicle

	Electric Vehicle Charging System

	Fixed Feed In Facility

	Heat Pump

	Load

	Photovoltaic Power Plant

	Electrical Energy Storage

	Wind Energy Converter

	Thermal Bus

	Thermal House Model

	Cylindrical Thermal Storage










Result

Model classes you can use to describe the outcome of a power system simulation.


Grid Related Models



	Node

	Connector

	Line

	Switch

	Transformer

	Two Winding Transformer

	Three Winding Transformer








Participant Related Models



	Biomass plant

	Combined Heat and Power Plant

	Electric Vehicle

	Electric Vehicle Charging Station

	Fixed Feed In Facility

	Load

	Load

	Photovoltaic Power Plant

	Electrical Energy Storage

	Wind Energy Converter

	Thermal Sink

	Thermal Storage

	Thermal Unit

	Thermal House

	Cylindrical Thermal Storage

	System Participant










Time Series

Time series are meant to represent a timely ordered series of values.
Those can either be electrical or non-electrical depending on what one may need for power system simulations.
Our time series models are divided into two subtypes:


	Individual Time Series

	Each time instance in this time series has its own value (random duplicates may occur obviously).
They are only applicable for the time frame that is defined by the content of the time series.






	Repetitive Time Series

	Those time series do have repetitive values, e.g. each day or at any other period.
Therefore, they can be applied to any time frame, as the mapping from time instant to value is made by information
reduction.
In addition to actual data, a mapping function has to be known.





To be as flexible, as possible, the actual content of the time series is given as children of the Value class.
The following different values are available:







	Value Class

	Purpose





	PValue

	Electrical active power



	SValue

	Electrical active and reactive power



	HeatAndPValue

	
Combination of thermal power (e.g. in kW)

and electrical active power (e.g. in kW)






	HeatAndSValue

	
Combination of thermal power (e.g. in kW)

and electrical active and reactive power (e.g. in kW and kVAr)






	EnergyPriceValue

	Wholesale market price (e.g. in € / MWh)



	IrradiationValue

	Combination of diffuse and direct solar irradiation



	TemperatureValue

	Temperature information



	WindValue

	Combination of wind direction and wind velocity



	WeatherValue

	Combination of irradiation, temperature and wind information












          

      

      

    

  

    
      
          
            
  
Operator

This is a simple identifier object, representing a natural or legal person that is the owner or responsible person
having control over one or more physical entitites.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier









Application example

	1
2
3
4

	OperatorInput profBroccoli = new OperatorInput(
        UUID.fromString("f15105c4-a2de-4ab8-a621-4bc98e372d92"),
        "Univ.-Prof. Dr. rer. hort. Klaus-Dieter Brokkoli"
      )










Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Node

Representation of an electrical node, with no further distinction into bus bar, auxiliary node or others.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	vTarget

	p.u.

	Target voltage magnitude to be used by voltage regulation entities



	slack

	–

	
Boolean indicator, if this nodes serves as a slack node in power

flow calculation






	geoPosition

	–

	Geographical location



	voltLvl

	–

	Information of the voltage level (id and nominal voltage)



	subnet

	–

	Sub grid number









Caveats

System participants, that need to have geographical locations, inherit the position from the node.
If the overall location does not play a big role, you are able to use the default location with
NodeInput#DEFAULT_GEO_POSITION being located on TU Dortmund university’s campus (See on OpenStreetMaps [https://www.openstreetmap.org/search?query=51.4843281%2C%207.4116482#map=15/51.4843/7.4117]).







          

      

      

    

  

    
      
          
            
  
Schematic Node Graphic

Schematic drawing information for a node model.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	graphicLayer

	–

	
Human readable identifier of the graphic layer to draw

this element on






	path

	–

	Line string of coordinates describing the drawing, e.g. for bus bars



	point

	–

	Alternative to line string, only drawing a point coordinate



	node

	–

	Reference to the physical node model









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Line

Representation of an AC line.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	r

	Ω / km

	Phase resistance per length



	x

	Ω / km

	Phase reactance per length



	g

	µS / km

	Phase-to-ground conductance per length



	b

	µS / km

	Phase-to-ground susceptance per length



	iMax

	A

	Maximum permissible current



	vRated

	kV

	Rated voltage









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	nodeA

	–

	


	nodeB

	–

	


	parallelDevices

	–

	Amount of parallel devices of same attributes



	type

	–

	


	length

	km

	


	geoPosition

	–

	
Line string of geographical locations describing the

position of the line






	olmCharacteristic

	–

	
Characteristic of possible overhead line monitoring

Can be given in the form of olm:{<List of Pairs>}.

The pairs are wind velocity in x and permissible

loading in y.














Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Schematic Line Graphic

Schematic drawing information for a line model.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	graphicLayer

	–

	
Human readable identifier of the graphic layer to draw

this element on






	path

	–

	Line string of coordinates describing the drawing



	line

	–

	Reference to the physical line model









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Switch

Model of an ideal switch connecting two node models of the same voltage level


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	nodeA

	–

	


	nodeB

	–

	


	closed

	–

	true, if the switch is closed









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Two Winding Transformer

Model of a two winding transformer.
It is assumed, that node A is the node with higher voltage.


Attributes, Units and Remarks


Type Model

All impedances and admittances are given with respect to the higher voltage side.
As obvious, the parameter can be used in T- as in 𝜋-equivalent circuit representations.








	Attribute

	Unit

	Remarks





	uuid

	
	


	id

	
	Human readable identifier



	rSc

	Ω

	Short circuit resistance



	xSc

	Ω

	Short circuit impedance



	gM

	nS

	No load conductance



	bM

	nS

	No load susceptance



	sRated

	kVA

	Rated apparent power



	vRatedA

	kV

	Rated voltage at higher voltage terminal



	vRatedB

	kV

	Rated voltage at lower voltage terminal



	dV

	%

	Voltage magnitude increase per tap position



	dPhi

	°

	Voltage angle increase per tap position



	tapSide

	
	true, if tap changer is installed on lower voltage side



	tapNeutr

	
	Neutral tap position



	tapMin

	
	Minimum tap position



	tapMax

	
	Maximum tap position









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	nodeA

	–

	Higher voltage node



	nodeB

	–

	Lower voltage node



	parallelDevices

	–

	Amount of parallel devices of same attributes



	type

	–

	


	tapPos

	–

	Current position of the tap changer



	autoTap

	–

	true, if there is a tap regulation apparent and active











Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Three Winding Transformer

Model of a three winding transformer.
It is assumed, that node A is the node with highest, node B with intermediate and node C with lowest voltage.

The assumed mathematical model is inspired by ABB Schaltanlagenhanbuch [Gremmel1999], but with the addition of a
central phase-to-ground admittance, cf. following picture.


[image: Equivalent circuit diagram of a three winding transformer]
“Star like” T-equivalent circuit diagram of a three winding transformer




Attributes, Units and Remarks


Type Model

All impedances and admittances are given with respect to the higher voltage side.








	Attribute

	Unit

	Remarks





	uuid

	
	


	id

	
	Human readable identifier



	rScA

	Ω

	Short circuit resistance in branch A



	rScB

	Ω

	Short circuit resistance in branch B



	rScC

	Ω

	Short circuit resistance in branch C



	xScA

	Ω

	Short circuit impedance in branch A



	xScB

	Ω

	Short circuit impedance in branch B



	xScC

	Ω

	Short circuit impedance in branch C



	gM

	nS

	No load conductance



	bM

	nS

	No load susceptance



	sRatedA

	kVA

	Rated apparent power of branch A



	sRatedB

	kVA

	Rated apparent power of branch B



	sRatedC

	kVA

	Rated apparent power of branch C



	vRatedA

	kV

	Rated voltage at higher node A



	vRatedB

	kV

	Rated voltage at higher node B



	vRatedC

	kV

	Rated voltage at higher node C



	dV

	%

	Voltage magnitude increase per tap position



	dPhi

	°

	Voltage angle increase per tap position



	tapNeutr

	
	Neutral tap position



	tapMin

	
	Minimum tap position



	tapMax

	
	Maximum tap position









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	nodeA

	–

	Higher voltage node



	nodeB

	–

	Intermediate voltage node



	nodeC

	–

	Lowest voltage node



	parallelDevices

	–

	Amount of parallel devices of same attributes



	type

	–

	


	tapPos

	–

	Current position of the tap changer



	autoTap

	–

	true, if there is a tap regulation apparent and active











Caveats

Nothing - at least not known.
If you found something, please contact us!


	Gremmel1999

	Gremmel, H., Ed., Schaltanlagen. Cornelsen Verlag, 1999, Vol. 10, isbn: 3-464-48235-9.











          

      

      

    

  

    
      
          
            
  
Measurement Unit

Representation of a measurement unit placed at a node.
It can be used to mark restrictive access to simulation results to e.g. control algorithms.
The measured information are indicated by boolean fields.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	vMag

	–

	Voltage magnitude measurements are available



	vAng

	–

	Voltage angle measurements are available



	p

	–

	Active power measurements are available



	q

	–

	Reactive power measurements are available









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Grid Container

The grid container groups all entities that are able to form a full grid model.
Two types of grid containers are available:


	JointGridContainer

	This one is able to hold a grid model spanning several voltage levels.
On instantiation, a sub grid topology graph is built.
This graph holds SubGridContainers as vertices and transformer models as edges.
Thereby, you are able to discover the topology of galvanically separated sub grids and access those sub models
directly.





and


	SubGridContainer

	This one is meant to hold all models, that form a galvanically separated sub grid.
In contrast to the JointGridContainer it only covers one voltage level and therefore has an additional field
for the predominant voltage level apparent in the container.
Why predominant?
As of convention, the SubGridContainers hold also reference to the transformers leading to higher sub grids
and their higher voltage coupling point.


[image: Sub grid boundary definition for transformers with upstream switchgear]


Let’s shed a more detailed light on the boundaries of a sub grid as of our definition.
This especially is important, if the switchgear of the transformer is modeled in detail.
We defined, that all nodes in upstream direction of the transformer, that are connected by switches only (therefore
are within the switchgear) are counted towards the inferior sub grid structure (here “2”), although they belong to a
different voltage level.
This decision is taken, because we assume, that the interest to operate on the given switchgear will most likely be
placed in the inferior grid structure.

The “real” coupling node A is not comprised in the sub grids node collection, but obviously has reference through the
switch between nodes A and B.





A synoptic overview of both classes’ attributes is given here:


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	gridName

	–

	Human readable identifier



	rawGrid

	–

	see below



	systemParticipants

	–

	see below



	graphics

	–

	see below



	subGridTopologyGraph

	–

	topology of sub grids - only JointGridContainer



	predominantVoltageLevel

	–

	main voltage level - only SubGridContainer



	subnet

	–

	sub grid number - only SubGridContainer







RawGridElements

This sub container simply holds:



	nodes


	lines


	switches


	two winding transformers


	three winding transformers


	measurement units










SystemParticipants

This sub container simply holds:



	biomass plants


	combined heat and power plants


	electric vehicles


	electric vehicle charging stations


	fixed feed in facilities


	heat pumps


	loads


	photovoltaic power plants


	electrical energy storages


	wind energy converters







and the needed nested thermal models.




Graphics

This sub container simply holds:



	schematic node graphics


	schematic line graphics












Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
General Remarks on Participant Models


Reactive Power Characteristics

Reactive power characteristics are designed to describe reactive power control behaviour of the models.
In Germany, system operators can require system participants to follow certain characteristics specified in the
operators technical requirements and individually selected per connected asset.

Currently three different characteristics are implemented:


Fixed Power Factor

Active and reactive power are coupled by a time-independent power factor.
It can be parsed from cosPhiFixed:{(0.0, 0.95)} (exemplary).




Active Power Dependent Power Factor

The power factor is determined based on the current active power feed in or consumption.
The characteristic in the figure below would be described by the three coordinates (0.0, 1.0), (0.9,1.0) and (1.0, 0.95).
Alternatively it can be parsed from cosPhiP:{(0.0, 1.0),(0.9,1.0),(1.0, 0.95)}.


[image: Active power dependent power factor]
Exemplary active power dependent power factor






Reactive Power as Function of Nodal Voltage Magnitude

The reactive power is directly derived in accordance to the nodal voltage magnitude.
The characteristic in the figure below would be described by the three coordinates (0.92, -1), (0.97, 0.0), (1.03, 0.0)
and (1.08, 1.0).
Alternatively it can be parsed from qV:{(0.92, -1),(0.97, 0.0),(1.03, 0.0),(1.08, 1.0)}.


[image: Reactive power as function of nodal voltage magnitude]
Exemplary reactive power as function of nodal voltage magnitude











          

      

      

    

  

    
      
          
            
  
Biomass plant

Model of a biomass power plant.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	activePowerGradient

	% / h

	Maximum permissible rate of change of power



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor



	etaConv

	%

	Efficiency of the assets inverter









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	type

	–

	


	marketReaction

	–

	
Whether to adapt output based on (volatile)

market price or not






	costControlled

	–

	
Whether to adapt output based on the difference

between production costs and fixed feed in tariff or not






	feedInTariff

	€ / MWh

	Fixed feed in tariff











Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Combined Heat and Power Plant

Combined heat and power plant.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	etaEl

	%

	Efficiency of the electrical inverter



	etaThermal

	%

	Thermal efficiency of the system



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor



	pThermal

	kW

	Rated thermal power (at rated electrical power)



	pOwn

	kW

	Needed self-consumption









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	thermalBus

	–

	Connection point to the thermal system



	qCharacteristics

	–

	Reactive power characteristic to follow



	type

	–

	


	thermalStorage

	–

	Reference to thermal storage



	marketReaction

	–

	
Whether to adapt output based on (volatile)

market price or not














Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Electric Vehicle

Model of an electric vehicle, that is occasionally connected to the grid via an electric vehicle charging system.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	eStorage

	kWh

	Available battery capacity



	eCons

	kWh / km

	Energy consumption per driven kilometre



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	type

	–

	










Caveats

The node attribute only marks the vehicles home connection point.
The actual connection to the grid is always given through EvcsInput’s relation.







          

      

      

    

  

    
      
          
            
  
Electric Vehicle Charging System

This model is currently only a dummy implementation.





          

      

      

    

  

    
      
          
            
  
Fixed Feed In Facility

Model of a facility, that provides constant power feed in, as no further information about the actual behaviour of the
model can be derived.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Heat Pump

Model of a heat pump.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor



	pThermal

	kW

	Rated thermal power (at rated electrical power)









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	thermalBus

	–

	Connection point to the thermal system



	qCharacteristics

	–

	Reactive power characteristic to follow



	type

	–

	










Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Load

Model of (mainly) domestic loads.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	standardLoadProfile

	–

	Standard load profile as model behaviour



	dsm

	–

	Whether the load is able to follow demand side management signals



	eConsAnnual

	kWh

	Annual energy consumption



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor









Caveats

Nothing - at least not known.
If you found something, please contact us!




Standard Load Profiles

The StandardLoadProfile is an interface, that forces it’s implementing classes to have a String key
and being able to parse a String to an StandardLoadProfile.
Its only purpose is to give note, which standard load profile has to be used by the simulation.
The actual profile has to be provided by the simulation itself.
If no matching standard load profile is known, StandardLoadProfile#NO_STANDARD_LOAD_PROFILE can be used.

To assist the user in marking the desired load profile, the enum BdewLoadProfile provides a collection of
commonly known German standard electricity load profiles, defined by the bdew (Bundesverband der Energie- und
Wasserwirtschaft; engl. Federal Association of the Energy and Water Industry). For more details see
the corresponding website (German only) [https://www.bdew.de/energie/standardlastprofile-strom/].







          

      

      

    

  

    
      
          
            
  
Photovoltaic Power Plant

Detailed model of a photovoltaic power plant.








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	albedo

	–

	Albedo [https://en.wikipedia.org/wiki/Albedo] of the plant’s surrounding



	azimuth

	°

	
Inclination in a compass direction

South = 0°, West = 90°, East = -90°






	etaConv

	%

	Efficiency of the assets inverter



	height

	°

	Tilted inclination from horizontal [0°, 90°]



	kG

	–

	Generator correction factor merging technical influences



	kT

	–

	Temperature correction factor merging thermal influences



	marketReaction

	–

	
Whether to adapt output based on (volatile)

market price or not






	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor







Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Electrical Energy Storage

Model of an ideal electrical battery energy storage.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	eStorage

	kWh

	Battery capacity



	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor



	pMax

	kW

	
Maximum permissible active power

infeed or consumption






	activePowerGradient

	% / h

	Maximum permissible rate of change of power



	eta

	%

	Efficiency of the electrical inverter



	dod

	%

	
Maximum permissible depth of discharge. 80 % dod

is equivalent to a state of charge of 20 %.






	lifeTime

	h

	Permissible hours of full use



	lifeCycle

	–

	Permissible amount of full cycles









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	type

	–

	


	behaviour

	–

	
Foreseen operation strategy of the storage.

Eligible input: “market”, “grid”, “self”














Caveats

The field behaviour will be removed in version 1.x, as this is an information, that is only important to a
smaller sub set of simulation applications.







          

      

      

    

  

    
      
          
            
  
Wind Energy Converter

Model of a wind energy converter.


Attributes, Units and Remarks


Type Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	capex

	€

	Capital expenditure to purchase one entity of this type



	opex

	€ / MWh

	
Operational expenditure to operate one entity of

this type






	sRated

	kVA

	Rated apparent power



	cosphiRated

	–

	Rated power factor



	cpCharacteristic

	–

	Wind velocity dependent Betz factors.



	etaConv

	%

	Efficiency of the assets inverter



	rotorArea

	m²

	Area the rotor covers



	hubHeight

	m

	Height of the rotor hub









Entity Model








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	node

	–

	


	qCharacteristics

	–

	Reactive power characteristic to follow



	type

	–

	


	marketReaction

	–

	
Whether to adapt output based on (volatile)

market price or not














Caveats

Nothing - at least not known.
If you found something, please contact us!




Betz Characteristic

A collection of wind velocity to Betz factor pairs to be applied in
Betz’s law [https://en.wikipedia.org/wiki/Betz's_law] to determine the wind energy coming onto the rotor area.







          

      

      

    

  

    
      
          
            
  
Thermal Bus

A coupling point to thermal system - equivalent to electrical node.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	bus

	–

	Connection point to the thermal system









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Thermal House Model

Model for the thermal behaviour of a building.
This reflects a simple shoe box with transmission losses


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	ethLosses

	kW / K

	Thermal losses



	ethCapa

	kWh / K

	Thermal capacity









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Cylindrical Thermal Storage

Model of a cylindrical thermal storage using a fluent to store thermal energy.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	


	id

	–

	Human readable identifier



	operator

	–

	


	operationTime

	–

	Timely restriction of operation



	thermalBus

	–

	Connection point to the thermal system



	storageVolumeLvl

	m³

	Overall available storage volume



	storageVolumeLvlMin

	m³

	Minimum permissible storage volume



	inletTemp

	°C

	Temperature of the inlet



	returnTemp

	°C

	Temperature of the outlet



	c

	kWh / (K \(\cdot\) m³)

	Specific heat capacity of the storage medium









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Node

Representation of an electrical node, with no further distinction into bus bar, auxiliary node or others.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	vMag

	p.u.

	


	vAng

	degree

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Connector

Representation of all kinds of connectors.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	








Caveats

Groups all available connectors i.e. lines, switches and transformers







          

      

      

    

  

    
      
          
            
  
Line

Representation of an AC line.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Switch

Representation of electrical switches.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	


	closed

	boolean

	status of the switching device









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Transformer

Representation of transformers.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	


	tapPos

	–

	








Caveats

Groups common information to both 2W and 3W transformers.







          

      

      

    

  

    
      
          
            
  
Two Winding Transformer

Representation of two winding transformers.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	


	tapPos

	–

	








Caveats

Assumption: Node A is the node at higher voltage.







          

      

      

    

  

    
      
          
            
  
Three Winding Transformer

Representation of three winding transformers.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	ZonedDateTime

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	iAMag

	ampere

	A stands for sending node



	iAAng

	degree

	


	iBMag

	ampere

	B stands for receiving node



	iBAng

	degree

	


	iCMag

	ampere

	B stands for receiving node



	iCAng

	degree

	


	tapPos

	–

	








Caveats

Assumption: Node A is the node at highest voltage and Node B is at intermediate voltage.
For model specifications please check corresponding input model documentation.







          

      

      

    

  

    
      
          
            
  
Biomass plant

Result of a biomass power plant.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Combined Heat and Power Plant

Result of a combined heat and power plant.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Electric Vehicle

Result of an electric vehicle, that is occasionally connected to the grid via an electric vehicle charging station.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	


	soc

	–

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Electric Vehicle Charging Station

This model is currently only a dummy implementation of an electric vehicle charging station.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Fixed Feed In Facility

Result of a facility, that provides constant power feed in, as no further information about the actual behaviour of the
model can be derived.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Load

Result of a heat pump.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	


	qDot

	MW

	Thermal power









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Load

Result of (mainly) domestic loads.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Photovoltaic Power Plant

Result of a photovoltaic power plant.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Electrical Energy Storage

Result of an electrochemical storage


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	


	soc

	–

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Wind Energy Converter

Result of a wind turbine.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Thermal Sink

Result of a thermal sink.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	qDot

	MW

	thermal heat demand









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Thermal Storage

Result of a thermal storage.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	energy

	MWh

	


	qDot

	MW

	heat flowing in









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Thermal Unit

Result of a thermal unit.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	qDot

	MW

	thermal power exchanged









Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Thermal House

Model for the thermal behaviour of a building.
This reflects a simple shoe box with transmission losses


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	qDot

	MW

	thermal heat demand of the sink



	indoorTemperature

	°C

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
Cylindrical Thermal Storage

Result of a cylindrical thermal storage using a fluent to store thermal energy.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	energy

	MWh

	


	qDot

	MW

	heat demand of the sink



	fillLevel

	–

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
System Participant

Groups together all system participants such as PV, Storage etc.


Attributes, Units and Remarks








	Attribute

	Unit

	Remarks





	uuid

	–

	uuid for the result entity



	timeStamp

	–

	date and time for the produced result



	inputModel

	–

	uuid for the associated input model



	p

	MW

	


	q

	MVAr

	








Caveats

Nothing - at least not known.
If you found something, please contact us!







          

      

      

    

  

    
      
          
            
  
I/O

The PowerSystemDataModel library additionally offers I/O-capabilities.
In the long run, it is our aim to provide many different source and sink technologies.
Therefore, the I/O-package is structured as highly modular.


Implemented Data Connectors


	influxdb


	csvfiles







De-Serialization (loading models)

At the end, having an instance of Grid Container is the goal.
It consists of the three main blocks:



	Raw grid elements


	System participants


	Graphics







Those blocks are also reflected in the structure of data source interface definitions.
There is one source for each of the containers, respectively.


[image: Class diagram of data sources]
Class diagram of data sources



As a full data set has references among the models (e.g. a line model points to its’ nodes it connects), there is a
hierarchical structure, in which models have to be loaded.
Therefore, the different sources have also references among themselves.
An application example to load an exampleGrid from csv files located in ./exampleGrid could look like this:

/* Parameterization */
String csvSep = ";"
String folderPath = "./exampleGrid"
FileNamingStrategy namingStrategy = new FileNamingStrategy() // Default naming strategy

/* Instantiating sources */
TypeSource typeSource = new CsvTypeSource(csvSep, folderPath, namingStrategy)
RawGridSource rawGridSource = new CsvRawGridSource(csvSep, folderPath, namingStrategy, typeSource)
ThermalSource thermalSource = new CsvThermalSource(csvSep, folderPath, namingStrategy, typeSource)
ParticipantSource participantSource = new CsvSystemParticipantSource(
  csvSep,
  folderPath,
  namingStrategy,
  typeSource,
  thermalSource,
  rawGridSource
)
GraphicSource graphicsSource = new CsvGraphicSource(
  csvSep,
  folderPath,
  namingStrategy,
  typeSource,
  rawGridSource
)

/* Loading models */
RawGridElements rawGridElements = rawGridSource.getGridData.orElseThrow(
      () -> new SourceException("Error during reading of raw grid data.")
   )
SystemParticipants systemParticipants = systemParticipantSource.getGridData.orElseThrow(
      () -> new SourceException("Error during reading of raw grid data.")
   )
GraphicElements graphicElements = graphicsSource.getGraphicElements.orElseThrow(
      () -> new SourceException("Error during reading of graphic elements data.")
   )
JointGridContainer fullGrid = new JointGridContainer(
  gridName,
  rawGridElements,
  systemParticipants,
  graphicElements
)





As observable from the code, it doesn’t play a role, where the different parts come from.
It is also a valid solution, to receive types from file, but participants and raw grid elements from a data base.
Only prerequisite: An implementation of the different interfaces for the desired data sink.




Serialization (writing models)

Serializing models is a bit easier:

/* Parameterization */
String csvSep = ";"
String folderPath = "./exampleGrid"
FileNamingStrategy namingStrategy = new FileNamingStrategy()
boolean initEmptyFiles = false

/* Instantiating the sink */
DataSink sink = new CsvFileSink(folderPath, namingStrategy, initEmptyFiles, csvSep)
sink.persistAll(grid.allEntitiesAsList())





The sink takes a collection of model suitable for serialization and handles the rest (e.g. unboxing of nested models)
on its own.
But caveat: As the (csv) writers are implemented in a concurrent, non-blocking way, duplicates of nested models could
occur.




Default naming strategy

There is a default mapping from model class to file naming in the case you would like to use csv files for (de)
serialization of models.
You may extend / alter the naming with pre- or suffix by calling new FileNamingStrategy("prefix", "suffix").


Input







	Model

	File Name





	operator

	prefix_operator_input_suffix



	node

	prefix_node_input_suffix



	line

	
prefix_line_input_suffix

prefix_line_type_input_suffix






	switch

	prefix_switch_input_suffix



	two winding transformer

	
prefix_transformer2w_input_suffix

prefix_transformer2w_type_input_suffix






	three winding transformer

	
prefix_transformer3w_input_suffix

prefix_transformer3w_type_input_suffix






	measurement unit

	prefix_measurement_unit_input_suffix



	biomass plant

	
prefix_bm_input_suffix

prefix_bm_type_input_suffix






	combined heat and power plant

	
prefix_chp_input_suffix

prefix_chp_type_input_suffix






	electric vehicle

	
prefix_ev_input_suffix

prefix_ev_type_input_suffix






	electric vehicle charging station

	prefix_evcs_input_suffix



	fixed feed in facility

	prefix_fixed_feed_in_input_suffix



	heat pump

	
prefix_hp_input_suffix

prefix_hp_type_input_suffix






	load

	prefix_load_input_suffix



	photovoltaic power plant

	prefix_pc_input_suffix



	electrical energy storage

	
prefix_storage_input_suffix

prefix_storage_type_input_suffix






	wind energy converter

	
prefix_wec_input_suffix

prefix_wec_type_input_suffix






	schematic node graphic

	prefix_node_graphic_input_suffix



	schematic line graphic

	prefix_line_graphic_input_suffix









Results







	Model

	File Name





	node

	prefix_node_res_suffix



	line

	prefix_line_res_suffix



	switch

	prefix_switch_res_suffix



	two winding transformer

	prefix_transformer2w_res_suffix



	three winding transformer         | prefix_transformer3w_res_suffix



	biomass plant

	prefix_bm_res_suffix



	combined heat and power plant

	prefix_chp_res_suffix



	electric vehicle

	prefix_ev_res_suffix



	electric vehicle charging station

	prefix_evcs_res_suffix



	fixed feed in

	prefix_fixed_feed_in_res_suffix



	heat pump

	prefix_hp_res_suffix



	load

	prefix_load_res_suffix



	photovoltaic power plant

	prefix_pv_res_suffix



	storage

	prefix_storage_res_suffix



	wind energy converter

	prefix_wec_res_suffix



	thermal house model

	prefix_thermal_house_res_suffix



	cylindrical thermal storage

	prefix_cylindrical_storage_res_suffix









Time Series







	Model

	File Name





	individual time series

	prefix_individual_time_series_UUID_suffix



	load profile input

	prefix_load_profile_time_series_profileKey_UUID_suffix
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  *
InfluxDB
*
InfluxDB [https://www.influxdata.com/products/influxdb-overview/] is a time series database. As such, it can only
handle time based data like weather data or results.
The PowerSystemDataModel offers two interface implementations for InfluxDB 1.x: WeatherSource and OutputDataSink.


Introduction to InfluxDB

InfluxDB is a NoSQL database as it is neither relational nor able to handle SQL queries, even though InfluxDB’s own
QueryLanguage, InfluxQL [https://docs.influxdata.com/influxdb/v1.8/query_language/] is very similar to SQL.
InfluxDB persists data in measurements. A measurement is comparable to a table in a relational data model. It consists
of a measurement name, fields, tags and a time column. The measurement name is the equivalent of a table name. Fields
and tags are similar as they both hold data like columns in relational data. But while fields are supposed to hold
the actual data, tags should only hold metadata, which is why tag values can only be strings. Under default
configuration, one tag key can only hold 10 000 distinct tag values. This choice was made as tags are indexed and
supposed to be queried. Fields should only be queried if not avoidable. The time column is automatically provided, it
holds timestamps in RFC3339 UTC [https://www.ietf.org/rfc/rfc3339.txt], which for example looks like
“2020-06-22T10:14:50.52Z”. The equivalent to a table row is a measurement point. It holds field and tag values as well
as the time. While the data values are optional, a timestamp is not. If no time is provided when persisting, the current
system time is used.




Instantiating an InfluxDB DataConnector

To instantiate an InfluxDbConnector a connection url, a database name and a scenario name should be provided. The
scenario name is used to build measurement names for results.
If none of those are provided, default values are used.

InfluxDbConnector unparameterizedInfluxDb = new InfluxDbConnector();
InfluxDbConnector defaultInfluxDb = new InfluxDbConnector(""http://localhost:8086/", "ie3_in", null);
unparameterizedInfluxDb.equals(defaultInfluxDb); //true









          

      

      

    

  _static/down-pressed.png





_static/down.png





_static/comment-close.png





_static/comment.png





_static/minus.png





_static/plus.png





_static/file.png





_static/up-pressed.png





_static/ajax-loader.gif





_images/qv.png
1.0

q
v
£

0.5

0.0

Reactive power

-10

0.90

0.95

1.00

105 pu. 110
Nodal voltage magnitude v —





_images/transformerWithSwitchGear.png
%‘ L L L @ L

F A B C D E

110KV 110kV  110kV  110kV  10kV
1 2 2 2 2





_static/comment-bright.png





_static/up.png





nav.xhtml

    
      Table of Contents


      
        		
          Documentation of the PowerSystemDataModel
        


        		
          Getting started
          
            		
              Requirements
            


            		
              Where to get
              
                		
                  Stable releases
                


                		
                  Snapshot releases
                


              


            


          


        


        		
          Available models
          
            		
              Input
              
                		
                  Operator
                


                		
                  Grid Related Models
                


                		
                  Participant Related Models
                


              


            


            		
              Result
              
                		
                  Grid Related Models
                


                		
                  Participant Related Models
                


              


            


            		
              Time Series
            


          


        


        		
          I/O
          
            		
              Implemented Data Connectors
            


            		
              De-Serialization (loading models)
            


            		
              Serialization (writing models)
            


            		
              Default naming strategy
              
                		
                  Input
                


                		
                  Results
                


                		
                  Time Series
                


              


            


          


        


      


    
  

_images/cosPhiP.png
1

0.6 08 pau.
Active power p —

0.4

0.2

S B3
= ! =1
] S

0.95

— dhsoo 103085 1om0g





_static/figures/ecdTransformer3w.png
rScB, xScB

nodeA ©

O nodeB
rScA, xScA rScC, xScC
4 ——o0 nodeC
gM, bM D
. 2 O O






_images/ecdTransformer3w.png
rScB, xScB

nodeA ©

O nodeB
rScA, xScA rScC, xScC
4 ——o0 nodeC
gM, bM D
. 2 O O






_static/figures/qv.png
1.0

q
v
£

0.5

0.0

Reactive power

-10

0.90

0.95

1.00

105 pu. 110
Nodal voltage magnitude v —





_static/figures/cosPhiP.png
1

0.6 08 pau.
Active power p —

0.4

0.2

S B3
= ! =1
] S

0.95

— dhsoo 103085 1om0g





_static/figures/uml/ConnectorDatamodelConcept.png





_static/figures/uml/DataSinkClassDiagramm.png
© osiesik

'© CsvFleSink(Sting, ProcessorProvicer, FleNamingSirategy, boolean, Siting)

SVFleSInk(String, FieNamingSirategy, boolean, String)
© CavFieSink(String)

B vaid infFles(ProcessorProvider, FlkNamingSirategy)
 void write(UniqueEriy)

@ rmvdtesin

© nfbDBSIK(nfluxDbConnector, FleNamingSirateay)
© InflxDbSik(nfluxDbConnector)

B Set<Pairt> extractPoints(UniqueEity)

B Strng transformToleasurementame(String)

B transformToPoint(UniqueEriiy)

B transformToPoi(UniqueEnity, String)

B transformToPoints(TimeSeries<E V=)

B transformToPoints(TmeSeries<E >, String)

© vaid persistignoreNested(npuErtty)
oid persistallanoreNested(Colection<inputErty=)
© vaid persistincludeNesteclinputEntty)

© void persistJintGrid(JointGridContainer)

© vaid persistAllncludeNestec Collction<InpuErtty>)

(@ oupupatasink|

@ oaeone

© void persis(UniqueEntty ertiy)
© void persistalCollection<LiiqueErity=)
© void persistTimeSeries(TimeSeries<E.V2)






_static/figures/transformerWithSwitchGear.png
%‘ L L L @ L

F A B C D E

110KV 110kV  110kV  110kV  10kV
1 2 2 2 2





_static/figures/uml/CharacteristicDatamodelConcept.png
© UUD_FIELD_NAVE Strin
O it UUD

/ [input\

characteristic

timeseries

graphics

connector’

thermal

@© cosprioes

© PREFIX: Sting.
© STARTING_REGEX. Strin
© CONSTANT_CHARACTERISTIC: CosPhiFixed

© PREFIX String
© STARTING_REGEX. Siring

© PREFIX String
© STARTING_REGEX. Siring

© omorardarsiima

0 CONSTANT_CHARACTERISTIC: OlnCharacteristicput

= buldConstantch:

& characteristcPrefix: String
© decimaPlaces: i
© poins: SortedSet<CharacteristicPoint<A 0>

Stin
B extractCoordnateList(Siring): Sting
B buidCoordinatesFromSiring(String, Unt<A>, Urt<0): SortedSet<CharacteristicPoint<A, 0>>

(@ crarrsicpont

© REQURED_FORWAT: Strin
0 ComparableQuantty<A>
00y ComparableQuanty<0>

© deSeriaize(rt) String
B buidExceptionlessage(String): Stin
B buidExceptionlessage(String, Sring): Strin

|
ehind>: CharacteristicPoint<A, 0>






_static/figures/uml/DataSourceClassDiagramm.png
@ rvesaure

@ rromasoure

@ srerparicpanssoue

Optional<SystemParticioants> getSystemPartcioants()

Set<Bminput> getBmPlants()
Set<Bminput» getBmPlants(Set<Nodelnputs, Set<Operatorinput, Set<BmTypelnput=)

Set<Transformer2W Typelnput» getTransiormer2WTypes()
Set<TransformeraW Typelnput» getTransiormer3WTypes()
Set<Cperatorinput= getOperators()

SeteLineTypelnput> getLine Types()

Set<BmTyelnput> getBmTypes()

Set<ChpTypelnput- getChpTypes()

Set<HpTypelnput> getHpTyPeS()

SeteStorage Typelnput getStorageTypes()
SetelWecTypelnput» getiVecTypes()

Set<EvTypeinput> gotEVTYDeS()

@© compesouns

0 OperatorinpuFactory operatorinputFactory.
0 Transformer 2WTypelnputFactory ransformer 2ATypelnpuFactory

O LineTypelnputFactory neTypelnputFactory

0 Transformer 3TypelnputFactory ransformer ST ypelnpuFactory

0 SystemParticipantTypelnpuFactory systemParticipantTypelnputFactory

© CavTypeSource(String, Sring, FleNamingStateay)

Set<ThermalBusinput- getThermalBuses()

Set<ThermalBusinput» getThermalBuses(Set< Operatorinput=)

Set<ThermalStoragelnput» getThermaiStorages()

Set<ThermalStoragelnput» getThermalStorages(Set< Operatorinputs, Set<ThermalBusinput=)
Set<Thermaltiouselnput> getThermalFiouses()

‘Set<ThermalHouselnput> get Thermalouses{Set< Operatorinput> operators, Set<ThermalBusinputs)
Set<CylindricalStoragelnput» getCylinaricStorages()

Set<CylindricaiStoragelnput> getCylindricStorages(Set<Operatorinput>, Set<ThermalBusinput>)

'

O Sting csvSep
© CsvFikConnector connector

© CsvDataSource(String, Srng, FieNamingStrategy)

J @ revorssoure
/) ‘ Optional<RawGridElements> getGridData()
iy seosed)
Set<Nodelnput> getNodes(Set<Operatorinput>)
@ cooaasoure Sl ey

Set<Linelnput> getLines(Set<Nodelnput>, Set<LineTypelnputy, Set<Operatorinput>)
Set<Transformer2Winput> get2WTransformers()

Set<Transformer3aWinput> getaW Transformers()

SeteSwitchinput> getSwitches()

‘Set<Switchinput> getSwitches(Set<Nodelnputs, Set<Cperatorinputs)
‘Set<HeasurementUntinputs getheasurementunits()

‘Set<HeasurementUninputs geteasurementunits(Set<Nodelnputs, Set<Operatorinputs)

Set<Transformer2Winpute get2WTransformers(Set<Nodelnputs, Set<Transormer?WTypelnputs, Set<Operatorinput=)

Set<TransformeraWinpute getaWTransformers(Set<Nodelnputs, Set<Transformer3WTypelnputs, Set<Operatorinput=)

Set<Chplnput> getChpPlants()

Set<Evinput> getvs()

‘Set<Evinputs getEvs(Set<Nodelnput, Set<Operatorinputs, Set<EvTypelnputs)
Set<Evesinput> getEVCS()

‘Set<Evcsinputs getEVGS{Set<Nodelnput, Set<Operatorinputs)
Set<FixedFeedininput getFivedFeedins()

Set<FixedFeedininput> getFixedFeedins(Set<Nodeinput, Set<Operatorinput=)
Set<Hpinput> gettieatPumps()

SeteLoadinput> gettoads()

‘SeteLoadinput> getLoads{Set<Nodelnputs, Set<Cperatorinput>)
Set<Puinput> getPuPlants()

Set<Pyinput> getPyPlants(Set<Nodelnputs, Set<Operatorinputs)
SeteStoragelnput> getStorages()

Set<lWeclnput> getiVecPlants()
Set<Weclnput» getiec Plants(Set<Nodelnputs, Set<Operatorinput, Set<WecTypelnput=)

@© osramasaues

@© csmavordsouce

O TypeSource typeSource.
O ThermalBusinputFactory thermalBusinputFactory

0 CyindricalStoragelnputFactory cylidricalStoragelnpuFactory
O ThermakouselnputFactory thermalHouseinpuFactory.

© CsvThermalSource(Siring, String, FieNamingSirategy, TypeSource)

O TypeSource typeSource
0 NodelnputFactory nodelnpuFactory.

0 LinepuFactory lnelnputFactory

0 Transformer 2WInpuFactory transformer 2AlnpLFactory

0 Transformer INInpuFactory transformer 3AInpLFactory

O SwichiputFactory swichinputFactory

0 MeasuremertUntinpuFactory measuremertUntinpuFactory

© CsvRawGridSource(Sring, Sting, FieNamingStrategy, TypeSource)

© crerenParidpartsous

0 TypeSource typeSource
O RawGridSource rawGridSource

O ThermalSorce thermalSource

0 BminputFactory binpuFactory

0 ChpinputFactory chplnputFactory

0 EvinputFactory evinpuFactory

0 FixedFesdninputFactory fixedFesdinputFactory
0 HplnputFactory hplnputFactory

O LoadnpuFactory loadinputFactory

O PvinpuFactory pvinpuiFactory

O StorageinpuFactory storagelnputFactory

0 WechpuFactory weclnputFactory

‘© CsvSystemPartcipantSource(String, String, FieNiamingSirategy, TypeSoLrce, ThermalSource, RawGridSource)

‘Set<Chplnput> getChpPlants(Set<Nodelnputs, Set<Operatorinputs, Set<ChpTypelnputs, Set<ThermaiBusiputs, Set<ThermalStoragelnputs)

Set<Hpinput» getrieatPumps(nodes, Set<Operatorinputs, Set<HpTypelnputs, Set<ThermalBusinputs)

Set<Storagelnput» getStorages|(Set<Nodelnputs, Set<Operatorinput, Set<Storage Typelnputs)

@ crnesaure

Optional<GraphicElements> getGraphicElements()
Seteiode Graphic nput> getNode Graphic put()

SeteiNode Graphic nput> gethNode Graphicinput(Set<Nodelnput=)
SeteLine Graphicinput> gettine Graphicinput)
Set<LineGraphicinput> getLine GraphicinpuSet<Linelnput>)

© ccrmiicsans

O TypeSource typeSource.
O RawGridSource rawGridSource

0 LineGraphicinpuFactory ineGraphicinpuFactory

0 NodeGraphicnputFactory nodeGraphicipuFactory.

© CsvGraphicSource(Siring, String, FleNamingSirategy, TypeSource, RawGridSource)

@ veatersoure

@ rowsaePreesoume

Map<Point, IndividualTime Series<WeatherValue>> getiWeather(Closednterval<ZonedDate Time>)
Map<Point, IndivdualTime Series<WeatherValue>> getWeather(Closednterval<ZonedDate Time>, Collection<Point>)
WeatherValue getWeather(ZonedDate Time date, Point coordinate)

Wap<
Wapet
Fiehia
String
String

ooooo

IndividualTimeSeries<EnergyPriceValue> getWholesalePrice( Closednerval<ZonedDate Time>)

IndividualTime Series<EnergyPriceValue> getWholesalePrice(ZonedDateTime)

CavFi
Buffe
Buffe

Cavi

Cavil






_static/figures/uml/DataSourceClassDiagramm_draft.png
@ eotsorivaasoued

@ neotpaacomedtr

O neogiDiver driver

© Session getSession()
© Object runStatement(String query)

P

0 Path path

@ csvoreasauns

L

@ wecordvatasoucd

@ orvassoure

Future<GridData> fetchGriaData()
Future<List<NodeModel>> fetchNodes()
Future<List<LineHode!>> fetohLines()

@ <oacomacomertr

0 Driverhianager drivertanager

© Connection getConnection()
© ResutSet runstatemen(String auery)

MainController

mulatoniodel loadSimulationhodel()

© rovccamutar

@ revutssaure

Future<TypeData> fetchTypeData()

Future<List<EVTypeModel>> fetchEvTypes()
Future<List<..>> fetch...)

@ ovticvaasoure

Future<GraphicData> fetchGraphicData()
Future<List<..>> fetch...)

A
I
I
I
A V L,
o @ owors |
S =

0 DataConnector connector

© nputAccumator InputAccumulator(SimltiontiodelContia)

© Future<Sinulationhlodel> importSimuationblodel()
© Simuiationtodel getSimuiationtodel()

@ sevaisoure

‘Set<EVHodel> fetchEvs()
‘Set<WECHodel> fetchWecPlants()
Sete..> fetch..()

@ viroksaosissoume

Future<WholesaleData> fetch WholesaleData()
Future<Double> getiWholesale(Date)
Boolean subscribe ToWholesale Events(ActorRef)

@ veatervaisoure

Future<WeatherDate> fetchWeatherData()
Future<Weatherbode!> getWeather(Date, Coordinate)
‘Boolean subseribeToWeatherEvents(ActorRer)

simulationodel

© List<GridData> gridData
© ListeAssetData> assetData
© Liste..Data> .Data

© WeatherDataSource weatherProvider
© WholesaleDtaSource wholesaleProvider






_static/figures/uml/GraphicDatamodelConcept.png
© UUD_FIELD_NAVE Strin
O it UUD

(@ rodeorapninon]

@ resromarsionse

cf_cther unl diagra for cetals cf_cther unl diagra for cetals s e

@ rasromaeus

© getThermalBus(): ThermalBusinput

© gelType() AssetTypeinput

prem—






_static/figures/uml/ModelContainerConcept.png
models.input.container

0 nodeGraphics: Set<HodeGraphichput>
O IneGraphics: Set<LineGraphichput>

@© swonscomaner |

@© sorordcortarer

O subnet int
O predominartVottageL evek: VotageLevel

0 subGridTopologyGraph: SubGridTopologyGraph

8 checkSubGridTopologyGraph(): SubGridTopologyGraph

@ ordcontainer

© gridiame: String
— — { © rawGrid: RawGridEkemerts

© graphics: GraphicElemerts

O nodes: Set<Nodeinput>
O lnes: SeteLinelnput>

O switches: Set<Switchinput>

@ rmucoraier

© alnttiesAsList(; List<UniqueEnity>
© valdate() void

- © systemParticpants: SystemParticipants

@© raworaEimens

O transformer2Ws: Set<Transformer 2Anput>
0 transformer s Set<Transformer Sinput>

O measurementUnts: Set<leasurementUntinput>

© srompariavans

bmPlarts: Set<Binput>
chpPlants: Set<Chpinput>
evCS: Set<Evesinput>
evs: Set<Evinput>
fixedFecdins: Set<FixedFeedrinput>
heatPumps: Set<Hpinput>

loads: Set<Loadnput>

PuPlants: Set<Pvinput>

Storages: Set<Storagelnput>
wecPlarfs: Setechput>

Dooooooooo

farapn)

(@ suworarapoloarorasn

0 Ik Transformerinput
3 superiorNode: Nodelnput
0 superiorNode: Nodelnput

<bind>V: SubGridContainer,E:SubGridGate

org.jgrapht.graph\|

(@ psurmodtancoran ]






_static/figures/uml/OutputDatamodelConcept.png
© UUD_FIELD_NAVE Strin
© wid UUD

@© nodsresat

© viMag: ComparableQuantiy<Dimensionless> ©iang ComparableQuantity<Angie>
© Blag: ComparableQuarty<ElectrcCurrert>
© iBAng: ComparableQuarnty<Angle>

@ srenparcpaniest

© p ComparableQuantity<Power>

| © g ComparableQuantity<Power>

@ ronsomeres

© tapPos: int

@ Tromastoagerest

0 energy: ComparableQuantty<Energy> (MA]

© TensomeswResat © TremattousaRest © onnicasoragsResit

© iCAng: ComparableQuantity<Angle> O indoorTemperature: ComparableQuartity<Temperatt [Ac] 0O fillLevel: ComparableQuantity<Di e %]

(@ rransomerwosa]






_static/figures/uml/InputDataDeployment.png
N N
projName_model.conf projName_simulation.conf

config_source.

inputAccumulator

theryfial |source wea eroessource

assets_source

Q
graphic_mm source
[roNamear g2\

L\





_static/figures/uml/InputDatamodelConcept.png
© UUD_FIELD_NAVE Strin
O it UUD

voltagelevels

© comanerageierions

© LV: CommonVotageL evel
© lIV_10KV: CommonV otagel evel

result

© UV 20KV: Commonotagel evel

timeseries © MV_30KV. Common\ofageL cvel

© HV Common\otageLevel
© EHV_220KV: CommonVoktageLevel
© EHV_380KV: CommonVokageLevel
O german\ otageL evels: Set<Common\ottageL evel>

© covers(ComparableQuartity<ElectrcPotertial>) boolean
© covers{String, ComparableQuanty<ElectricPotertia»). boolean

© parse(ComparableQuartity<ElectrcPotertial). Common\otageLevel
© parse(String, ComparableQuantfy<FleciricPotertial>), Common\okageLevel

< id:String
© nominalVotage: Comps

bleQuantity<ElecticPotertial> (+V]

graphics

thermal

system

connector’

O starDate: ZonedDateTime.
O endDate: ZonedDateTime

O isLimitedt boolean

© nofLinited) OperationTime

© buider() OperationTimeBuider

© GetOperationLimi(): Opfional<Closelterval<ZonedDateTime>>
© includes(ZonedDateTime) boolean

O siack: Boolean
0 geoPostion Point

0 volLut: Votagelevel
O subnet;int

RandomLoadParameter|

O quarterHour. nt
O IWet Double
k52 Double

O kSu: Double

0 myWe: Double

0 mySa: Double:

0 mySu: Double:

O sigmaie: Double
O sigmasa: Double:
O signas: Double

0 vTarget: ComparableQuartity<Dimensionless> [pU]

0id: String
0 operationTime: OperationTime.
0 operator: Operatorinput

© orersoroma

0 node: Nodelnput
O vilag: Boolean [defat 1]
 vAng: Boolean [defat 1]
0 p Boolean [defaut ]
01 g Boolean [defaut ]

io.extractor\

© getOperationTime(): OperationTime
© getOperator(): Operatorinput
© inOperationOn(ZonedDateTime) boolean

© getLine(): Linelput

© gelType() AssetTypeinput

@ resromarsiose

© getThermalStorage(): ThermalStoragelnput

@ rasromaeus

© getThermalBus(): ThermalBusinput






_static/figures/uml/ThermalDatamodelConcept.png
© UUD_FIELD_NAVE Strin
O it UUD

Y thermal\

v v

© onnrcastoagaiout

! . ' . \
L
timeseries value result! connector graphics. system e O storage\VolumeL vi: ComparableQuantiy<\/olume> [mA’] . ThermalHouselnput
I © storageVVolumeL viin: ComparabeQuartity<\olume> [mA*]
 inetTemp: ComparableGuarity<Temperature> [
© retunTemp: ComparabieQuartiy<Temperature> [A"C]

ity <SpecificHeat

Q JA:

O thermalBus: Themabusinput |~ " 7~

0id: String I
0 operationTime: OperationTime ||~~~ ~ " T " === - - - -~
0 operator: Operatorinput

T io.extractor\ oo

LAY
Operable
® @ rasiine @ resme @ resromarsiose @ rasrromaeus @ rastoves

etOperator(): Operatorinput © getLine(): Linelput © getType() AssetTypeinput © getThermalStorage() ThermalStoragelnput © getThermalBus(): ThermalBusinput © allNodes() ListsNodelnput>

‘OperationOn(ZonedDateTime): boole

@ oreiime

o e T b © NO_OPERATOR_ASSIGNED: Operatorinput

0 name: Sting






_static/figures/uml/TimeSeriesDatamodelConcept.png
timeseries

. LoadProfilsinput . BdewLoadProfile
O type: StandardLoadProfile O key: String
O dayOfWeekToHourlyValues: Map<DayOfWeek, Map<iteger, PValue>> FeT—p———

\

E extends TimeSeriesEntry<V>, V extends Valu

/[
. StandardLoadProfile

© getiey: String
© enum DefaulLoadProfiles

© parse(String): StandardLoadProfile

iV extends Value!

(@) RepetitiveTimeseries

< calc(ZonedDateTime): T

(©) mdidualTimeSeries

0 Map<ZonedDateTime, TimeBasedValue<V>> timeToValue

«bind»: TimeBasedValue<V>

. TimeSeries

O entries: Set<E>

iV extends Value!
. LoadProfileEntry © Optional<TimeBasedValue<V>> getTimeBasedValue(ZonedDateTime) . TimeBasedValue -
: © Optional<V> etV alue(ZonedDateTime)
5 ety ; [0 tmo:ZoneaDateTe |
O quarterHourOfDay: int © Set<E> getEntries() O time: ZonedDateTime

© Optional<TimeBasedValue<V’>> getPrevious TimeBasedValue(ZonedDateTime)
© Optional<TimeBasedValue<V>> getNextTimeBasedValue(ZonedDateTime)

© Optional<ZonedDateTime> getPreviousDateTime()
 Optional<ZonedDateTime> getNextDateTime()

WeatherValue

O coordinate: Point
O irradiation: kradiationValue

O temperature: TemperatureValue
O wind: WindValue

«bind»:PValue

n

AN
. TimeSeriesEntry

O value:

_. WindValue
O direction: ComparableQuantity<Angle> [A°]
O velocity: ComparableQuantity<Speed> [m's]

~ < \ _-

. EnergyPriceValue

O price: ComparableQuantity <SpecificCurrency> [3,/MWh]

. UniqueEntity
© UUD_FIELD NAME String
O uuid: UUD






_static/figures/uml/SystemDatamodelConcept.png
el(Strin

© UUD_FIELD_NAVE Strin
O it UUD

result’ timeseries graphics connector

BdewLoadProfie

characteristic

type

Loadinput

0 standardLoadProfie: StandardLoadProfle
O dsm: Boolean

0 sRated: ComparableQuantty<Power> [kVA]

0 eConsAnnual ComparableCuantity<Energy> [A]
O cosPhiRated: double

WecTypelnput

0 cpCharacteristi: WeeCharacterstiinput
0 etaConv: ComparableQuaty<Dinensioniess> (%]

O dod: Comp:

o ifeCycle: int

@© swragempnan

0 eStorage: ComparableCuantity<Energy> [WA]
0 piax: ComparableQuartity<Power> (KA1

0 activePowerGradiet: Comparableuantty<DinensioniessRate> (%]
0 eta: ComparableQuarty <Dinensioniess> (%]

bleQuantty<Dimensionless> [%]

0 ifeTime: ComparableQuartity<Time> [n]

© vt

0 plhermal ComparableQuartity<Power> (KA1

© erwenon

O etaEit ComparableQuantty<Dimensioniess> [%]
O etaTh: ComparableQuanty<Dinensioniess> (%]
0 pThermat. ComparableQuantity<Power (AA]

0 pOwn: ComparableQuantity<Power [KA]

0 etaConv: ComparableQuartity<Dimensionless %]
O activePowerGradiert. Comparabieuantty<Dinensi

thermal

@© Temastaget

cf.cther unl diagra for cetals

erse(Siring): StandardLoadProfle

© Tromasusi

cf.cther unl diagra for cetals

[ © capex Comparabiequartiy<Currency-
5 opex: ComparableQuanity<EncrgyPrice>
O sRated ComparableQuartiy<Power [FVA]
5 cosphiated Doutle






_static/figures/uml/TestDataHierarchy.png
ridTestDatal

(@ comvertopats]






